R | secriov | cowry [JOTAL SHEET |
11394 | 97-00226-00-FP | COOK 80 8
ista. T0 STA.

[FED. ROAD DIST. N0. _[ILLINOIS | FED. AID PROJECT |

CONTRACT NO.: 83898

LEGEND
(@  EXISTING P.C.C. SIDEWALK
()  EXISTING HOT-MIX ASPHALT SURFACE COURSE
¢ DIVISION STREET
; (3)  EXISTING HOT-MIX ASPHALT BINDER COURSE
66’ BOW (4  EXISTING BITUMINOUS AGGREGATE MIXTURE BASE COURSE, 8
VARIES 29 Tjo o (5)  EXISTING COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.12
= e 1 -7 = (8  EXISTING PARKWAY
= | g EXISTING SUB-BASE GRANULAR MATERIAL, TYPE B (4)
ol 54 VARIES VARIES VARIES | VARIES 39 VARIES __ 5-4_ |& @ A ’
g Ty o’ 10 207 0" To 10" 0 TO 107 Lo 10 207 [BACES Z INTERMITTENT PROPOSED SIDEWALK REMOVAL
o THRU LANE TURN LANE % TURN LANE THRU LANE Z AND REPLACEMENT (SEE NOTE A)
o | X
| (®  PROPOSED TOPSOIL FLRNISH AND PLACE,
o R 3 AND SODDING, SALT TOLERANT
INTERMITTENT PROPOSED COMBINATION CONCRETE CURB
AND GUTTER REMOVAL AND REPLACEMENT (SEE NOTE A)
(i)  PROPOSED SUB-BASE GRANULAR MATERIAL, TYPE B 4
@  RESERVED
@ 1/ PROPOSED HOT-MIX ASPHALT SURFACE COURSE,
EXISTING TYPICAL CRQOSS SECTION MIX D", NTO
STA, 54+89 TO STA. 58+96
2/, PROPOSED HOT-MIX ASPHALT BINDER COURSE,
1L-19.0, NTO
@) HOT-MIX ASPHALT SURFACE REMOVAL (VARIABLE DEPTH)
NOTES:
(A) SEE SCHEDULE OF QUANTITY SHEETS FOR LOCATIONS OF
SIDEWALK, PAVEMENT, AND CURB AND
GUTTER REMOVAL AND REPLACEMENT.
REMOVAL ITEMS
¢ DIVISION STREET
66’ |ROW
1 !
i
- VARIES 29 Tio 10 Ek praqu HOT-MIX_ASPHALT MIXTURE REOUIREMENTS
: i . MIXTURE TYPE AC_TYPE | _AIR VOIDS
z 1 Z AOT-MIX ASPHALT SURFACE COURSE, MIX D7, N10 PG 64-22 |47 e 70 GYR.
@| 5-4 . VARIES VARIES VARIES VARIES ig VARIES g | HOT-MIX_ASPHALT BINDER COURSE, IL-19.0, NT0 PG 64-22 + 47 @ T0 GYR.
o ; ; ; ; LEVELING BINDER (MACHINE METHOD), N70 G 64-22 *|4% @ 70 GYR.
z 7 T0 13/ 10’ 70 20 0’ TO 10° 0’ TO 10’ 10’ 70 20 7 T0 1% g TEMPORARY PAVEMENT PG 64~ + |47 @ 50 GYR.
5 THRU LANE TURN LANE | TURN LANE | THRL LANE c CLASS D PATCHES, TYPE I, 6 INCH, (BINDER IL-19.00 PG 64-22 + |47 @ 70 GYR.
S 2 CLASS D PATCHES, TYPE 1I, & INCH, (BINDER IL-19.00 PG 64-22 4% @ T0 GYR.
ol X CLASS D_PATCHES, TYPE IiI, 6 INCH, (BINDER IL-19.0) PG 64-22 = 4% © 70 GYR.
CLASS D _PATCHES, TYPE IV, 6 INCH, (BINDER IL-19.0) PG 64-22 *+|4% © 10 GYR.
= THE UNIT WEIGHT USED TO CALCULATE ALL HOT-MIX ASPHALT SURFACE MIXTURE
QUANTITIES IS 112 LBS/SQ YD/IN
* WHEN RAP EXCEEDS 20%, THE NEW ASPHALT BINDER IN THE MIX SHALL BE PG 58-22
® ®
SEE DETAIL
ON SHEET 69
PROPOSED TYPICAL CROSS SECTION
¥ STA. 54+89 TO STA. 58+96
&
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